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Mini-ITX Intel® Bay Trail-D/M 
Embedded Motherboard

DATASHEET

Intel Bay Trail-D Celeron processor, fanless design 

Single channel DDR3L up to 8GB

Intel HD Graphics, display interfaces: VGA    

10/100/1000Mbit ethernet card

Sata2.0, mSata, Mini-PCIe

ATX input

Features



mITX-BYT70  
Intel Baytrail based Embedded Motherboard

 The MITX-BYT70 is a small form factor embedded motherboard. Built with 

Intel Celeron J1900 (2.00GHz, quad-core, TDP10W) or Celeron J1800 

(2.41GHz, dual-core, TDP10W) which offers low power. This motherboard 

supports full HD 1080p playback via VGA interface, and it carries 1* singel-

channel DDR3L 1333 up to 8GB RAM to add higher bandwidth and lower 

latencies for processing. It also features RTL8111F, 

10Mbps/100Mbps/1000Mbps, 1 x LAN which makes this embedded system an 

ideal for applications like network security, firewall.

This compact mini embedded motherboard also has rich I/O interfaces as 1x 

VGA port(12 Pin header reserved), 2 x USB3.0, 2 x USB2.0, 1 x LAN, 1x Mic in, 

1x Line out , catering to most requirements in the market. This Celeron J1900 

or J1800 based mini motherboard is designed to be high quality, reliable and 

secure. 

Introduction

I/O Interfaces

Digital signage - Low power, multi-display 

POS/POI - Lower power, high performance    

Industrial automation - Rich I/O, long cycle    

Embedded control systems

Applications 

LPT RJ45 Line out

Mic in2x USB2.0USB3.0VGACOMPS/2

USB 3.0

WatchdogH/W Monitor

GPIO Brightness
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Processor CPU Celeron J1800 Celeron J1900

Core frequency 2.41 Ghz, dual core 2.0 Ghz, quad core

Turbo frequency 2.58GHz 2.42 GHz

Cache 1MB 2MB

BIOS AMI 8MB UEFI BIOS

Memory Type Single channel 1x DDR3L 1333MHz

Max. 8GB

Display GPU Intel HD Graphics

VGA Yes

Dual display VGA+VGA

Ethernet Speed 10/100/1000Mbps

Controller Realtek RTL8111F

Interface 1× RJ45

Wake on LAN Yes

Audio Audio codec Realtek HD ALC662

Interface  Line-out, MIC-in, audio header, 1xSPDIF header

Hardware CPU system temperature, onboard voltage, watchdog, Auto power on

Storage SATA2.0 1x SATA2.0

mSATA 1x mSATA 

Expansion Mini-PCIe 1xMini-PCIe（supports WIFI, 3/4G ethernet)

Rear Panel I/O Audio 1x Line-out, 1x MIC-in

LAN 1(10/100/1000Mbps)

USB2.0 2

USB3.0 2

VGA 1

RS232 1

LPT 1

PS/2 1

I/O header RS232 5 x RS232

USB2.0 4 x USB2.0

I/O 8x GPIO

PS/2_H 1x PS/2_H

Power Standard port ATX POWER

Peripheral For fan and SATA

Mechanical Type Mini-ITX

& Environmental Size 170mm x 170mm (L x W)       

Operating Temp. -40 C ~60 C

Storage Temp. -40 C ~85 C

Operating System  Win7/8/8.1/10 32/64bit, Linux 32/64 bit

PINS

eDP 1x eDP
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BYT70 Functional Block Diagram

Ordering Information

Model CPU

J1900  10W

J1800  10W

Memory

SO-DIMM
DDR3L Yes1 1 6

LANVGA Audio RS232 USB3.0

2

USB2.0 SATA2.0 MiniPCIe mSATA

111

Power

ATX

ATX

Cooling

Passive

SO-DIMM
DDR3L Yes1 1 6 2 6

6

11 1 PassiveDTJ1800-C

DTJ1900-C

Customized

SHENZHEN MAXTANG COMPUTER CO. LTD.
6/F, Bldg 3, Honghui Indl Park, Liuxian 2nd Road, Bao'an Dist, Shenzhen, China 518101

Tel.: +86 755 86143003  |   Fax.: +86 755 86143003  |   sales@datangpc.com

www.maxtangpc.com

Intel®
Bay Trail

Onboard
ATX

HDA codec
ALC662

Realtek
RTL8111F

Line OUT
MIC IN

Speaker

IT8786E

ATXLPT

8 x GPIO

1x COM
5 x COM Header

PS2 (KB/MS)

SO-DIMM DDR3L 1066/1333MHz

SATA

mSATA

2x USB2.0

2x Header
(4 Port)

2 x USB3.0

mini PCIe SIM

RJ45

VGA

ODM/OEM is available.
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